Our 5-piece POLYESTER COLLECTION allows you to design your space with a look that says real wood. The 90-degree door offers a vertically assembled door with a unique method for outstanding accuracy and an exclusive look.

In addition to receiving a 5-year warranty, our polyester collection is available “in several colours”.

Our products have ZERO FORMALDEHYDE EMISSION and thus pass the Phase 2 CARB requirements.
TEAM WORK
RESPECT
INNOVATION
PERFORMANCE
PLEASURE
COMMUNITY
PENCILED GLAZE
You can add a touch of charm and refinement by applying our penciled glaze on single and double beaded panels only. You can choose from our 5 available decorative glaze colours:

- Tan
- Brown
- Rust
- White
- Black

> Please note that by default, a black penciled glaze will be applied.

The colours of the items displayed in this document are as accurate as the photos and the printing process allows. The actual colours may vary from colours shown on your monitor due to light and photographic setting.

MOULDING
U-3
U-5
U-8
U-10

ANGLE CUTS
0 = 45 degrees
9 = 90 degrees

PANELS
0 = Melamine

CENTERS
0 = Flat
1 = Single beaded
2 = Double beaded
3000 SERIES
Minimum dimensions W x H

<table>
<thead>
<tr>
<th>MODELS</th>
<th>DOORS</th>
<th>DRAWERS</th>
<th>1 LITE</th>
<th>4 LITES (STYLES A+B)</th>
<th>6 LITES (STYLES A+B)</th>
<th>8 LITES (STYLES A+B)</th>
<th>11 LITES (STYLES C+D)</th>
</tr>
</thead>
<tbody>
<tr>
<td>U-3000 + U-3100 + U-3200</td>
<td>5¼ x 5¼</td>
<td>5¼ x 5¼</td>
<td>5¼ x 5¼</td>
<td>10¼ x 14</td>
<td>10¼ x 18</td>
<td>10¼ x 22</td>
<td>13¾ x 17¾</td>
</tr>
<tr>
<td>U-3009 + U-3109 + U-3209</td>
<td>7¼ x 5¼</td>
<td>7¼ x 5¼</td>
<td>7¼ x 7¼</td>
<td>10¼ x 14</td>
<td>10¼ x 18</td>
<td>10¼ x 22</td>
<td>13¾ x 17¾</td>
</tr>
</tbody>
</table>

Maximum width and height are 48” and 96” respectively. Minimum charge: 15 sq. ft.

For the doors and mullions over 42” high, we recommend that additional hinges be installed.

Thermovision’s warranty against warping applies only to doors and mullions with a maximum height or width of 42”.

For the mullions, refer to page 12 for available models. Multiples panels are not available in polyester.

For the availability of all colours and accessories, please refer to the colour chart’s / accessories’ brochures (separate booklets).
**Minimum dimensions W x H**

<table>
<thead>
<tr>
<th>MODELS</th>
<th>DOORS</th>
<th>DRAWERS</th>
<th>1 LITE</th>
<th>4 LITES (STYLES A+B)</th>
<th>6 LITES (STYLES A+B)</th>
<th>8 LITES (STYLES A+B)</th>
<th>11 LITES (STYLES C+D)</th>
</tr>
</thead>
<tbody>
<tr>
<td>U-5000</td>
<td>5⅞ x 5⅞</td>
<td>5⅞ x 5⅞</td>
<td>5⅞ x 5⅞</td>
<td>10⅞ x 14</td>
<td>10⅞ x 18</td>
<td>10⅞ x 22</td>
<td>13% x 17%</td>
</tr>
<tr>
<td>U-5100 + U-5200</td>
<td>5⅞ x 5⅞</td>
<td>5⅞ x 5⅞</td>
<td>5⅞ x 5⅞</td>
<td>10⅞ x 14</td>
<td>10⅞ x 18</td>
<td>10⅞ x 22</td>
<td>13% x 17%</td>
</tr>
</tbody>
</table>

Maximum width and height are 48” and 96” respectively. – Minimum charge: 1.5 sq. ft.
For the doors and mullions over 42” high, we recommend that additional hinges be installed.
Thermovision’s warranty against warping applies only to doors and mullions with a maximum height or width of 42”.
For the mullions, refer to page 12 for available models. – Multiples panels are not available in polyester.
For the availability of all colours and accessories, please refer the colour chart’s / accessories’ brochures (separate booklets).
8000 SERIES
**POLYESTER collection**

Minimum dimensions W x H

<table>
<thead>
<tr>
<th>MODELS</th>
<th>DOORS</th>
<th>DRAWERS</th>
<th>1 LITE</th>
<th>4 LITES (STYLES A+B)</th>
<th>6 LITES (STYLES A+B)</th>
<th>8 LITES (STYLES A+B)</th>
<th>11 LITES (STYLES C+D)</th>
</tr>
</thead>
<tbody>
<tr>
<td>U-8000 + U-8100 + U-8200</td>
<td>5½ x 5½</td>
<td>5½ x 5½</td>
<td>5½ x 5½</td>
<td>10¼ x 14</td>
<td>10¼ x 18</td>
<td>10¼ x 22</td>
<td>13¾ x 17¾</td>
</tr>
<tr>
<td>U-8009 + U-8109 + U-8209</td>
<td>7¾ x 5¼</td>
<td>7¾ x 5½</td>
<td>7¾ x 7¾</td>
<td>10¼ x 14</td>
<td>10¼ x 18</td>
<td>10¼ x 22</td>
<td>13¾ x 17¾</td>
</tr>
</tbody>
</table>

Maximum width and height are 48” and 96” respectively. – Minimum charge: 15 sq. ft.
For the doors and mullions over 42” high, we recommend that additional hinges be installed.
Thermovision’s warranty against warping applies only to doors and mullions with a maximum height or width of 42”.
For the mullions, refer to page 12 for available models. – Multiples panels are not available in polyester.
For the availability of all colours and accessories, please refer the colour chart’s / accessories’ brochures (separate booklets).
Minimum dimensions W x H

<table>
<thead>
<tr>
<th>MODELS</th>
<th>DOORS</th>
<th>DRAWERS</th>
<th>1 LITE</th>
<th>4 LITES (STYLES A+B)</th>
<th>6 LITES (STYLES A+B)</th>
<th>8 LITES (STYLES A+B)</th>
<th>11 LITES (STYLES C+D)</th>
</tr>
</thead>
<tbody>
<tr>
<td>U-10000</td>
<td>5½ x 5½</td>
<td>5½ x 5½</td>
<td>5½ x 5½</td>
<td>10½ x 14</td>
<td>10½ x 18</td>
<td>10½ x 22</td>
<td>13½ x 17</td>
</tr>
<tr>
<td>U-10100</td>
<td>5½ x 5½</td>
<td>5½ x 5½</td>
<td>5½ x 5½</td>
<td>10½ x 14</td>
<td>10½ x 18</td>
<td>10½ x 22</td>
<td>13½ x 17</td>
</tr>
<tr>
<td>U-10200</td>
<td>5½ x 5½</td>
<td>5½ x 5½</td>
<td>5½ x 5½</td>
<td>10½ x 14</td>
<td>10½ x 18</td>
<td>10½ x 22</td>
<td>13½ x 17</td>
</tr>
</tbody>
</table>

Maximum width and height are 48” and 96” respectively. – Minimum charge: 15 sq. ft.
For the doors and mullions over 42” high, we recommend that additional hinges be installed.
Thermovision’s warranty against warping applies only to doors and mullions with a maximum height or width of 42”.
For the mullions, refer to page 12 for available models. – Multiples panels are not available in polyester.
For the availability of all colours and accessories, please refer the colour chart’s / accessories’ brochures (separate booklets).
MULLIONS - GLASS DOORS
5 MULLION STYLES ARE AVAILABLE

Style A
Style B
Style C

Style D
1 lite

THE GLASSES ARE AVAILABLE IN FIVE MODELS

- The groove for the glass insert is painted in a matching colour to harmonize with the finish unless specified “unpainted” by the customer.
- Glass door options are available in STANDARD glass with a minimum charge of 2 sq. ft. or TEMPERED glass with a minimum charge of 4 sq. ft.
- Please allow an extra two (2) weeks for TEMPERED glass delivery.
- The glass thickness may vary between 3 to 4mm and cannot be sold separately.
- Thermovision will not be held responsible for any damage caused by glass breakage.
MANUFACTURER’S WARRANTY
Thermovision Products Inc. guarantees the quality of all its polyester products (the Products) against premature yellowing as well as apparent or hidden defects that make them unsuitable for their intended use or which result in premature deterioration for a period of 5 years.

WARRANTY PERIOD
The present warranty is valid for a period of 5 years from the date of shipment of the Products. Repair and replacement of the Products by Thermovision do not have the effect of extending this warranty nor of instituting a new warranty period.

RESTRICTIONS
This warranty does not apply to:
• outdoor installations;
• products that have been abused, misused, poorly maintained, installed improperly, burned, stained, soiled, misshappen or otherwise damaged through negligence, accident or voluntarily;
• products that have been handled, modified, repaired or otherwise altered in any manner, by any person other than Thermovision or a Thermovision representative;
• the deterioration of a component or external aging (surface) of the Products as a result of age or ordinary wear and tear;
• the cost of installing and transporting the Products related to the application of the present warranty;
• warping of doors over 42” high (maximum interior tolerance of 1/8” and exterior tolerance of 1/16”).
Our warranty does not cover labor fees.

SERVICES
To benefit from the services of this warranty, simply return the Products with proof of purchase before the expiration date to the Seller from whom they were purchased. Thermovision will then choose, at its discretion, to replace, repair or credit any Products at a fee established on the basis of 1/5 of the suggested purchase price multiplied by the number of years elapsed since the original date of shipment. If the identical materials or products are not available when the request for warranty services is made, Thermovision reserves the right to substitute them with materials and models of comparable quality, without being obliged to replace all of the Products if only one or some of them are defective.

EXCLUSION
This constitutes the only warranty given by Thermovision on its Products and neither Sellers nor their agents are authorized to modify, extend or broaden the present warranty in the name of Thermovision.

RESTRICTIONS & MAINTENANCE

RESTRICTIONS
Avoid exposing polyester products to sources of extreme heat. Precautions must be taken when using certain electric countertop appliances. Toasters, kettles, portable ovens, and all other appliances creating heat or steam can affect nearby surfaces. Be sure to place these appliances so as to avoid affecting surfaces situated above the appliances.

MAINTENANCE AND PRECAUTIONS
Polyester products can be easily cleaned using mild soap and water. As with any quality product, certain precautions should be taken in order to preserve their appearance. Never use chemical products such as thinners, bleaches, or any cleaning product containing solvents or abrasives. It is especially important to avoid products containing acetone. Make sure to avoid scratching or striking polyester products with a sharp object since marks or permanent cuts could result.